


IK 08IK Rating

IP 40

IP Rating

Product Flush Mounted 

Material PC

IP Rating IP 40
IK Rating Up to IK 08

Installation Flush Mounted

Operational Temperature -25°C to +60°C   
Cover Option Transparent

Item Code Type Material Modules IP 
Rating Cover

QPE-000025-000 Flush PC 1x2 IP40 White / Smoked Transparent

QPE-000026-000 Flush PC 1x8 IP40 White / Smoked Transparent

QPE-000027-000 Flush PC 1x12 IP40 White / Smoked Transparent

QPE-000028-000 Flush PC 1x24 IP40 White / Smoked Transparent

QPE-000029-000 Flush PC 1x36 IP40 White / Smoked Transparent

Enclosures
Flush Mounted Benefit Series 

Product Description
Qehribar Benefit Series Flush Mounted PC Enclosures are
recessed modular polycarbonate enclosures developed
for indoor DIN-format low-voltage assemblies. Designed
for flush wall installation and configured to the DIN 40
mm modular standard, the range is available in 1x2, 1x8,
1x12, 1x24, and 1x36 module versions for compact and
medium-capacity recessed distribution applications. The
series is specified with IP40 protection, halogen-free PC
construction, UL94 V-0 flammability classification, and an
operating temperature range of -25°C to +60°C.

Application / Use
Designed for flush-mounted indoor modular distribution
and device housing in protected environments, including
recessed low-voltage distribution points, local control
locations, and in-wall installations using DIN-format
components.

Features
Flush-mounted PC modular enclosure
DIN 40 mm standard
1x2 / 1x8 / 1x12 / 1x24 / 1x36 module options
IP40 protection
Halogen-free construction
UL94 V-0 material classification
Operating temperature: -25°C to +60°C

Available Range
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Transparent / Soft White and Smoked
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